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Main Harness
Extends from front of trailer (nosebox or receptacle), and 
provides sealed plug-in connection to rear sill harness.

PART # WIRE SIZES LENGTH
66080 (1-10 gauge, 6-12 gauge) 35’
66070 (1-10 gauge, 6-12 gauge) 60’
66081 (1-8 gauge, 2-10 gauge, 4-12 gauge) 35’
66071 (1-8 gauge, 2-10 gauge, 4-12 gauge) 60’

Main Harness with 48-inch Drop-Out for Double Trailer Connection
Provides sealed plug-in connection to rear sill harness. 
Drop out extends to receptacle at rear of trailer. 
Blunt-cut, 7-conductor cable. Only use with LED lighting.

PART # WIRE SIZES LENGTH
66710 (1-10 gauge, 6-12 gauge) 35’
66310 (1-10 gauge, 6-12 gauge) 60’
66711 (1-8 gauge, 2-10 gauge, 4-12 gauge) 35’
66311 (1-8 gauge, 2-10 gauge, 4-12 gauge) 60’

Main Harness with 44-inch ABS Drop Out
Provides sealed plug in connection to rear sill 
harness. Drop out extends to ABS universal 
connector. Blunt cut, 7-conductor cable

PART # WIRE SIZES LENGTH
66701 (1-10 gauge, 6-12 gauge) 60’
66702 (1-8 gauge, 2-10 gauge, 4-12 gauge) 35’

ABS Adapter Main Harness
Junction between main harness and rear sill harness. 
Provides sealed plug in connection and a drop-out 
extension for ABS.

PART # DETAILS LENGTH
66705 ABS Fault Light 12”
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Complete Rear Sill Harness Repair Kit

For retrofit or repair after rear end collision, 
permits one-man field installation in as little as 
27 minutes. Proven since 1981. All connections 
weather-sealed by simple, foolproof UBS plugs. 
Entire harness double jacketed for extra armor 
against road-splash and abrasion. Available 
through distributors, or it may be inventoried 
by fleets in service parts programs.

PART # DETAÏILS
67040 Kit includes all
*Gauge on main is 1-10, 6-12

Cut-To-Fit® Wire Harness System
The Cut-To-Fit® Wire Harness System adapts 
to the standard Grote Ultra-Blue-Seal rear 
sill and main harness. Part number 67271 
(24” standard male to Cut-To-Fit® slim-line 
jumper) plugs into elbow style rear sill making 
a corrosion-proof connection. Your Cut-To-Fit®
jumpers can be then plugged directly into the 
double slim-line plugs.

Cut-To-Fit® wire harness mates with the Grote 
seven pin receptacle (nose box) with the use 
of either the 67260 adapter or the 67250.

PART # DETAILS
67271 Rear Sill Adapter
67270 Ground Return Adapter
67260 Nose Box Adapter
67250 Double Nose Box Adapter
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Slim-Line Under-Lamp Females (Cut-To-Fit®)

Abrasion-resistant double-jacketed wire lengths with molded-
on slim-line under-lamp double females with sealing boot for
crimp-on bullet connectors. Blunt cut, Cut-To-Fit®. All wires 
are black.

PART # WIRE SIZE LENGTH
67401 12-gauge 3’ 2” (38”)
67402 12-gauge 6’ 8” (80”)
67403 12-gauge 14’ (168”)
67404 12-gauge 25’ 10” (310”)
67405 12-gauge 34’ 7” (415”)

Crimp-On .180 Bullet Terminals

PART # WIRE SIZE
99500-3 Field Service Terminal for 14-gauge Wire 
99501-3 Field Service Terminal for 12-gauge Wire

Dummy Plug (for slim-line plugs)

PART # DETAILS
99502All open plugs should be sealed with a dummy plug

Lamp Jumper Harnesses
Provide connections to marker and license lamps through 
weatherproof UBS plugs. Plug directly into receptacles in the 
rear sill harness.

Standard Male to Standard Female

PART # DETAILS LENGTH
66100 License lamp jumper (as shown) 4’ 4” (50”)
66101 Intermediate turn signal jumper. 28’ 3” (339”)

Use with 66200 from front receptacle.

Slim-Line Under-Lamp Male to Standard Female

PART # DETAILS LENGTH
66110 Jumper to access auxiliary drop- 5’ (60”)

out on rear sill harness

PART # WIRE SIZE LENGTH
67301 14-gauge 3’ 2” (38”)
67302 14-gauge 6’ 8” (80”)
67303 14-gauge 14’ (168”)
67304 14-gauge 25’ 10” (310”)
67305 14-gauge 34’ 7” (415”)
67400 12-gauge 1’ 2” (14”)
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Standard Male to Slim-Line Under-Lamp Female

PART # DETAILS LENGTH
66170 Rear tracking lamp jumper 2’ (24”)

Standard Female to Double Slim-Line Under Lamp Female

PART # DETAILS LENGTH
66225 Ground jumper 3’ (36”)

Slim-Line Under-Lamp Male to Slim-Line Under-Lamp Female

PART # DETAILS LENGTH
66162 Intermediate side marker 8’ 9” (105”)

crossover jumper

Slim-Line Under-Lamp Male to Slim-Line Under-Lamp Female

PART # DETAILS LENGTH
66160 Multiple ID lamp jumper 1’ (12”)
66124 Front marker and rear marker 2’ 6” (30”)

lamp jumper
66161 Front lower side marker from front 4’ 7” (55”)

receptacle. Use with 66190.
66125 Marker lamp jumper 7’ (84”)

Blunt Cut to Double Slim-Line Under-Lamp Female

PART # DETAILS LENGTH
66190 Wire into front receptacle terminals 8” blunt cut
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PART # DETAILS LENGTH
66123 Marker lamp jumper 10’ 9” (129”)
66163 Front upper clearance/marker from 12’ 8” (152”)

front receptacle. Use with 66190
66122 Marker lamp jumper 16’ (192”)
66113 Clearance lamp jumper 26’ 11” (323”)
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Blunt Cut to Standard Female

PART # DETAILS LENGTH
66200 Wire into front receptacle terminals 8” blunt cut

Blunt Cut to Slim-Line Under-Lamp Females

PART # WIRE SIZE LENGTH
67315 14-gauge 1’ 2” (14”)
67413 12-gauge 1’ 2” (14”)

Double Slim-Line Female to Ring Terminal

PART # DETAILS LENGTH
66210 Jumper to accommodate insulated 12”

ground return system. Should be affixed
to brass ground on rear sill harness.

Crimp-on 1/4” ring terminal and heat 
shrink tube supplied unattached. 

Two Standard Males to Two Slim-Line Under-Lamp Females

PART # DETAILS LENGTH
66121 Mid-turn & marker lamp harness 30’ (360”)
66104 Mid-turn & marker lamp harness 31’ 2” (374”)
66105 Mid-turn & marker lamp harness 35’ 4” (424”)

Two Slim-Line Males to Two Slim-Line Under-Lamp Females

PART # DETAILS LENGTH
66221 Marker lamp or ABS fault lamp 5’ (60”)
66222 Jumper 8’ (96”)
66164 Jumper 8’ 9” (105”)
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PART # DETAILS LENGTH
66220 ID/auxiliary stop jumper. 10’ 10” (130”)

For use with 5306 combination 
clearance/marker and auxiliary 
stop/turn signal lamp. Use with

66400 when triple ID/Auxiliary stop is 
located on upper rail.
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Standard Male/Standard Female to Two Slim-Line Under-Lamp Females

PART # DETAILS LENGTH
66223 Ground return tracking harness 2’ (24”)
66224 Ground return tracking harness 3’ (36”)
*Used with elbow style rear sill

Two Standard Males to Two Standard Females

PART # DETAILS LENGTH
66133 Marker lamp jumper 4’ 4” (52”)

Two Standard Males to Two Double Females

PART # DETAILS LENGTH
66171 Marker lamp jumper 14’ (168”)
66145 Marker lamp jumper 26’ (312”)

Two Slim-Line Male to Two Double Females

PART # DETAILS LENGTH
66165 Marker lamp jumper 1’ (12”)
66155 Marker lamp jumper 2’ 6” (30”)
66154 Marker lamp jumper 4’ 7” (55”)
66153 Marker lamp jumper 7’ (84”)

Wiring Kit for Vans
Contains all lamp jumper harnesses and 
pigtails to plug all rear lights into rear sill 
harness. (Elbow style)

PART # DETAILS
66510 Kit for field re-sealable lamp system
Kit includes the following components:
(1) 66100 For use as license lamp harness
(2) 66170 For use as tracking lamp harnesses
(1) 66180 For use as identification lamp harness
(2) 66160 For use as identification lamp extension 

harnesses (as shown)
(5) 67120 Lamp Pigtails for factory-sealed systems 

or for field re-sealable systems.
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PART # DETAILS LENGTH
66152 Marker lamp jumper 10’ 9” (129”)
66151 Marker lamp jumper 12’ 8” (152”)
66150 Marker lamp jumper 16’ (192”)
66135 Marker lamp jumper 26’ 11” (323”)

PART # DETAILS LENGTH
66143 Marker lamp jumper 31’ (372”)
66141 Marker lamp jumper 34’ (408”)
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