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LED OFF-ROAD
LIGHT BARS 
FROM GROTE 

MATERIALS:
Anodized Extruded Aluminum Housing
Hard coated, UV resistant
Polycarbonate Lens

DT Deutsch (includes mating harness)

ELECTRONIC CHARACTERISTICS:
10/30VDC (12/24)

10” Lamp - 12VDC (3.2A) 
20” Lamp - 12VDC (6.6A) 
30” Lamp - 12VDC (10A)

OPTICS:
Combination Pattern; Flood and Spot

RATINGS AND COMPLIANCES:
Vibration: J2139 S4.1/5.1
Salt Mist: J2139 S4.4/5.4
IP67 IP69K

LUMENS:
64J11:  5,400 
64J21: 10,800
64J31: 16,200

WORK OR PLAY, RAIN OR SHINE...
Grote’s LED Off-Road Light Bars will give you all the visibility  
you need for any occasion.

FEATURES & BENEFITS 
-  Newly reengineered to produce 50% more light, Grote’s lights bars now feature a new, combination 

flood/spot pattern.
-  Grote light bars are easier on vehicle electrical systems because they run cooler and use less power 

than halogen or HID lamps of the same output.
- Enjoy multiple mounting options with the included pedestal or side brackets.
- The bar lamps are built to withstand extreme heat or cold.
- Available in 10”, 20”, and 30” lengths. Outfit your vehicle with great looking light bars that pack a punch. 

PART # LUMENS BEAM PATTERN VOLTAGE (V) AMPERAGE (A)

64J11  5,400 Combo flood/spot 12V/24V 3.2A at 12V 

64J21  10,800 Combo flood/spot 12V/24V 6.6A at 12V

64J31 16,200 Combo flood/spot 12V/24V 10A at 12V

10" LAMP (64J11)

20" LAMP (64J21)

30" LAMP (64J31)

Harness and  
Hardware included 
(67790)

GLB-2023-073

Side Mounting 
Bracket
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64J11 SIDE BRACKET MOUNTING RANGE 
330.5mm–350mm (13.01"–13.78")

350mm (13.78")
330.5mm (13.01")

64J21 SIDE BRACKET MOUNTING RANGE 585.5mm–605mm (23.05"–23.82")
605mm (23.82")

585.5mm (23.05")

840mm (33.07")
860mm (33.86")

64J31 SIDE BRACKET MOUNTING RANGE 840mm–860mm (33.07"–33.86")


